
 

 

 

 

 

 

 
CATEGORY 6 COMPONENT LEVEL KEYSTONE SOCKET 
 
 

  
8p8c LSA+/110 dual IDC Category 6 component level keystone (SKmcbk/wh) 

 
Features  
 

• High performance data throughput, meets Category 6 data transfer rates at component level 

 

• Compliant with IEC 60512-99-002 – suitable for use with IEEE 802.3bt (4PPoE) 

 

• Supplied with dust cover (to protect unused jacks from contaminants) and cable retention piece 

 

• Colour-coded wiring label for easy termination 

 

• UTP socket to FCC68 standard 

 

• Black and white versions available to match panel or faceplate colour 

 

• Available as part of our innovative panel mount and D UNIVERSAL ranges 

 
Specifications  
 

• Weight: 6g approx. 

• Colour: available in black and white 

• Dimensions: 34 x 22 x 17mm (approx.) 

• Materials: 50µ”/1.27µmm gold plating on contact 

• Housing: ABS UL94V-0 
 
EAN: SKmcbk 5055386503473 / SKmcwh 5055386508669 

Commodity Code: 85444920        

Country of Origin: Taiwan 

 
Currently this keystone is not suitable for use in the FFK24mt0.5pt 

0.5U 24 port empty keystone panel 
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PoE Compatible 
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