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DIN Rail Mount Contractor Grade Shielded Category 6A coupler 
  

 
 
DIN Rail Mount Contractor Grade Shielded Category 6A coupler (SGACDINS2)  
 
This Contractor Grade DIN rail mountable coupler allows easy installation onto any 35mm standard DIN rail.  
 
Features:   

• Category 6A/Class EA Screened Inline Coupler, RJ45 F/F, comfortably meets channel level standard 

• For mounting on DIN-Rail TH35 acc. to DIN EN60715 

• Side-by-side mountable 

• Built in earthing spring 

• Fitted with dust covers 

• Durability: 500 jack insertion cycles 

• Suitable for use with PoE+ 

 
Specifications:  

• Net weight: 16g (including primary packaging): 

• Dimensions: 50x30x20mm (in primary packaging) 

• Colour: Grey 

• Materials:   
Housing: Polycarbonate 

PCB: FR4, Flame retardant epoxy resin and woven fibreglass 

RJ45 socket contacts: 50µ"/1.27µm gold-plated phosphor bronze 

 

Packaging:  Packed in individual poly bags then in boxes of 20 
  
 
EAN: 5055386513496 
 
 
Commodity Code: 85444920 

mailto:sales@tuk.co.uk


TUK 
 

TUK Ltd, Unit 4, Wimbledon Stadium Business Centre, Riverside Road, London SW17 0BA 
 

Tel: 020 8946 6688          Email: sales@tuk.co.uk          Website: www.tuk.co.uk 
 

 
Country of Origin: China 
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50µ"/1.27µm GOLD-PLATED PHOSPHONR BRONZE

500 INSERTIONS

SGACDINS2




